
Open Sea bathymetry USV
 
Sea capable ,with geode�c sensor payload, 
full autonomous opera�on 
with programmable waypoints 
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MULTIBEAM ECHOSOUNDER

SIDE SCAN SONAR

ADCP

Carbon Fiber Composite, Durable UV resistance Hull

2000 x 1308 x 1000 mm

35Kg / 55Kg + playload

Dual Thruster 2 x@ 300Wpeak, Speed 2 - 4 Knot

1400 Wa�Hour LiPo, 8 Hour Opera�on

RC Remote control
2,4 Ghz Spread Spectrum RC up to 1km Range

Data telemetry
HIGH bandwidth long range P2P Wi-Fi @ 5,8 Ghz 1.5Km

- Manual with Remote controller
- Autopilot with x-track control algorithm
- Prac�cally unlimited waypoints
- Onboard data logger
- Failsafe Auto Homing (Predetermined Home Coord.)

- GCS tough book laptop computer
- Real �me data monitoring & logging
- Route planner with programmable high speed cruise 
  and low speed maneuvering op�on
- Perpetual So�ware License

9DOF A�tude Heading Reference System 
Heading, Roll, Pitch

Teledyne Echotrac CV100
Dual Channel Configura�on, 
High: 100 kHz-340kHz, Low: 24 kHz-50kHz
Resolu�on, 0.01m, 0.1 �. 
Accuracy, 200kHz-0.01 m +/- 0.1% depth, 
33kHz-0.10 m +/- 0.1% depth 
Output Power, Up to 300 wa�s RMS, 
< 1 wa� minimum 
Ping Rate, Up to 20Hz in shallow water 
(10m) range 
Depth Range, From <30cm to 600m

Payload

Septentrio AsteRx2eH™ satelite naviga�on 
• Dual-frequency L1/L2 code/carriertracking 
of GPS and GLONASS signals on 2 antennas. 
• 272 hardware channelsforsimultaneous 
tracking of all visible GPS and GLONASS 
satellite signals 
• Simultaneous RTKand heading calcula�on 
• Up to 20 Hz measurement, posi�on and 
orienta�on update rate (userselectable)
RTK performance, Horizontal accuracy 
0.6 cm + 0.5 ppm , 
Ver�cal accuracy 1 cm + 1 ppm , 
Heading Accuracy 1m antenna separa�on, 
Heading 0.3° , Pitch/Roll 0.6°
Support PPK GNNS  

So�ware
  

       
 

        

So�ware Navigasi : Geomon
So�ware Akuisisi  : HVCU Geomar logger , Geomon
(redundancy logger), Odom eChart untuk SBES dual frek
So�ware Pengolah Data Posisi : RX tools untuk GNSS 
Septentrio termasuk Raw to RINEX format, 
PPK tools: RTKPost, Geomar LogProcessor untuk 
penggabungan X,Y,Z point cloud

Full HD 1920x1080 Real �me PTZ 
Telemetry Camera

 

Web : www.robomarine .com Email : contact @robomarine.com
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Payload

Geomar with mul� antena with output RTK & PPK, 
SBES dual freq, long size Carbon fiber Hull, 1400Wh ba�ery

(022) 82005832
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USV GEOMAR
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